
А В Т О М А Т И Ч Е С К И Е  Д В Е Р И

Револьверные двери позволяют разделить потоки на 
вход и выход. Решают задачи организации входных 
групп, сочетая безопасность и эффективность работы  с 
эстетикой и элегантностью внешнего вида.

Высокая пропусктная способность•

Установка на путях эвакуации •

Элегантный внешний вид•

Двери
РЕВОЛЬВЕРНЫЕ
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Теплоизоляция, 
элегантный дизайн, 
плавность движения, 
универсальность, - если 
эти условия совпадают с 
Вашим представлением о 
входной двери, то PR / 
SA – идеальное решение 
для Вас

PR/SA стандарт автоматических револьверных дверей, предлагающий 
универсальные решения с различными вариантами изоляции и 
энергоэффективности. Благодаря тщательно продуманной конструкции 
эти двери придают входу элегантный стиль изысканности и престижа.

PR/SA надежные механизмы обеспечивают плавный ход и 
эффективность работы, а комбинация тонких алюминиевых профилей со 
стеклом придает двери изящество в сочетании с отличными 
изоляционными свойствами.

PR/SA отвечая всем современным требованиям, двери отличаются 
низким уровнем энергопотребления. 

Models

4-Wing Automatic Revolving Door

4-Wing Manual All Glass Revolving Door

Night Shield

Break-Out System

PR / SA Standard Automatic Revolving door
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D D1 D2 W/3 W/4 H K
2000 1966 1906 860 1270 2100-3100 200-1000

2100 2066 2006 920 1340 2100-3100 200-1000

2200 2166 2106 960 1410 2100-3100 200-1000

2300 2266 2206 1010 1480 2100-3100 200-1000

2400 2366 2306 1060 1550 2100-3100 200-1000

2500 2466 2406 1110 1620 2100-3100 200-1000

2600 2566 2506 1160 1690 2100-3100 200-1000

2700 2666 2606 1210 1760 2100-3100 200-1000

2800 2766 2706 1260 1830 2100-3100 200-1000

2900 2866 2806 1310 1900 2100-3100 200-1000

3000 2966 2906 1360 1970 2100-2500 200-1000

3100 3066 3006 1410 2040 2100-2500 200-1000

3200 3166 3106 1450 2110 2100-2500 200-1000

3300 3266 3206 1510 2180 2100-2500 200-1000

3400 3366 3306 1560 2320 2100-2500 200-1000

3500 3466 3406 1610 2390 2100-2500 200-1000

3600 3566 3506 1660 2460 2100-2500 200-1000

NB : Dimensions are in millimeters / Dimensions are for reference and are subject to change on static requirements / Special dimensions available on request

PR / SA Standard Automatic Revolving door

D: Outer Canopy Diameter
D1: Outer Ground Diameter
D2: Inner Diameter
W: Passage Width
H: Passage Height
K: Canopy Height
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Система «Антипаника» (дополнительно)

Система «Антипаника» может быть реализована в вариантах 3-х и 4-х 
лопастных дверей.

Эта система, которая также известна как система складывания створок 
активируется в случае возникновения чрезвычайной ситуации,  когда 
пользователь двери быстро толкает створки, которые складываются 
вокруг центральной оси, освобождая проход наружу. (См. рисунки.) 
Когда механизм активируется, сенсоры отключаются, и двигатель 
немедленно останавливается. Дверь возвращается к своему 
нормальному вращению при возврате створок в исходное положение.

Эта система позволяет быстро эвакуировать людей из здания. Она 
также может быть использована для увеличения открываемого 
прохода при необходимости перемещения громоздких объектов.

Функция предназначена для использования в торговых 
центрах, больницах и т.д.…

SPECIFICATIONS

Supply* 220 VAC / 50-60 Hz

Motor* AC Motor -0,25kW- 1300 rpm, 180 Nm

Operating Temperature* -15 ˚C / +60 ˚C

Curved Screen 4+4mm clear Laminated Glass 

Door leaves 8mm clear tempered glass

Silver anodised z

Standard RAL z

Door handles Horizontal or vertical 30mm stainless steel handles

Lighting Low consumption lamps

Microwave radars* z

Monitored security pack*
z (Lateral rubber strip safety on side screen edge, Vertical infrared 
safety on entry areas, bottom horizontal rubber strip safety on doors, 
Top infrared curtains on doors)

Disabled access* z

Emergency stop z

Locking systems Espagnolette Manual Locks / Magnet locking system on motor rotation

Permanent Turning Mode* z

Summer-Winter Mode* z

Push & Go Mode* z

Slow Mode* z

Night Mode* z

Extended Canopy |

20mm Floor Mat |

Stainless steel floor ring |

Watertight Roof |

Night locking doors |

Antipanic System |

Coloured anodised |

Stainless steel finish |

Underground mechanism |

Air Blower |

EC Standard
Electromagnetic compatibility: 2004/108/CE directive, electrical 
safety – Low voltage: 2006/95/CEE directive, Machines: 2006/42/CE 
directive.

Certificates BS 7036-1, BS 7036-2, DIN 18650-1, DIN 18650-2, EN 13849-1,
EN 60335-1, EN 60335-2-103, EN 61000-6-3, EN 61000-6-2, EN 61326-3-2.

PR / SA Standard Automatic Revolving door

*  Only for Automatic versionsz Standard  | Optional  
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If design is the keyword in your building’s 
entrance and you do not want to give up usage 
features of revolving door systems, PR/GLA all-
glass revolving doors are the solution.

PR/GLA all glass revolving doors make you create the entrance you dreamed of 
with the flexibility you need.

PR/GLA all glass revolving doors combine technology and careful design to 
fulfill aesthetic and functional requirements.

In all glass revolving doors, design is an important feature but they also ensure 
a smooth and safe traffic flow.

All glass revolving doors can be manual or automatic.

PR / GLAAll-Glass Revolving Door

Models

3- or 4-Wing 
Manual All-Glass Revolving Door

3- or 4-Wing
 Automatic All-Glass Revolving Door

Night Shield
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D H W/3 W/4 D1
2000 2100-2600 950 1370 1940

2100 2100-2600 1000 1440 2040

2200 2100-2600 1050 1510 2140

2300 2100-2600 1100 1580 2240

2400 2100-2600 1150 1650 2340

2500 2100-2600 1200 1720 2440

2600 2100-2600 1250 1790 2540

2700 2100-2400 1300 1860 2640

2800 2100-2400 1350 1930 2740

2900 2100-2400 1400 2000 2840

3000 2100-2400 1450 2070 2940

SPECIFICATIONS

Supply* 220 V AC / 50-60 Hz

Motor* AC Motor -0,25kW- 1300 rpm, 180 Nm

Underground Mechanism z

Operating Temperature* -15˚C /+60 ˚C

Curved Screen Standard 5+5 clear laminated glass 

Door Leaves 8 mm clear tempered glass 

Glass Ceiling 10+6 mm clair laminated glass 

Door Handles Vertical 30mm stainless steel handles

Stainless steel finish z

Microwave radars* z

Monitored security pack*
z (Lateral rubber strip safety on side screen edge, Vertical infrared safety on 
       entry areas, bottom horizontal rubber strip safety on doors, Top infrared curtains
       on doors)

Disabled access* z

Emergency stop* z

Locking system Espagnolet manual locks/ Magnet locking system on motor rotation*

20mm Floor Mat z

Stainless steel floor ring z

Permanent Turning Mode* z

Summer-Winter Mode* z

Push & Go Mode* z

Slow Mode* z

Night Mode* z

Night Locking Doors* |

EC Standard
Electromagnetic compatibility: 2004/108/CE directive, electrical safety – 
Low voltage: 2006/95/CEE directive, Machines: 2006/42/CE directive.

Certificates
BS 7036-1, BS 7036-2, DIN 18650-1, DIN 18650-2, EN 13849-1,
EN 60335-1, EN 60335-2-103, EN 61000-6-3, EN 61000-6-2, EN 61326-3-2.

PR / GLAAll-Glass Revolving door

* Only for Automatic versions

D: Outer Diameter
D1: Inside Diameter
W: Passage Width
H: Passage Height

z Standard  | Optional  

NB : Dimensions are in millimeters / Dimensions are for reference and are subject to change on static requirements / Special dimensions available on request
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When passage traffic is so 
high for standard doors, PR/
GRA Automatic Revolving 
doors are used. Along with 
virtually unlimited passage 
capacity it offers the same 
advantages as standard 
revolving doors.

PR/GRA revolving doors are designed especially for entrances with high 
pedestrian traffic.

PR/GRA series gives you the opportunity to have a relaxed passage on 
high traffic along with aesthetic and smart look. You get a high and reliable 
performance, a maximum insulation, a smooth entrance and even create 
special ornamental differences. 

PR / GRAGrand Automatic Revolving door

Models

3-Wing Triangle Showcase
Grand Revolving Door

4-Wing Square Showcase
Grand Revolving Door

3- or 4-Wing Grand Revolving Door
without Showcase

Break-Out System

Night Shield
8



PR/GRA: GRAND AUTOMATIC REVOLVING DOOR - SHOWCASE MODELS

1. SQUARE SHOWCASE 2. TRIANGLE SHOWCASE 3. FLAT SHOWCASE

PR / GRAGrand Automatic Revolving door

D: Outer Canopy Diameter
D1: Outer Ground Diameter
D2: Inner Diameter
W: Passage Width
H: Passage Height
K: Canopy Height

NB : Dimensions are in millimeters / Dimensions are for reference and are subject to change on static requirements / Special dimensions available on request

D D1 D2 W/3 W/4 H K
3700 3666 3606 1740 2510 2100-2400 250-1000

3800 3766 3706 1790 2580 2100-2400 250-1000

3900 3866 3806 1840 2650 2100-2400 250-1000

4000 3966 3906 1890 2720 2100-2400 250-1000

4100 4066 4006 1940 2790 2100-2400 250-1000

4200 4166 4106 1990 2860 2100-2400 250-1000

4300 4266 4206 2040 2930 2100-2400 250-1000

4400 4366 4306 2090 3000 2100-2400 250-1000

4500 4466 4406 2140 3070 2100-2400 250-1000

4600 4566 4506 2190 3140 2100-2400 250-1000

4700 4666 4606 2240 3210 2100-2400 250-1000

4800 4766 4706 2290 3280 2100-2400 250-1000

4900 4866 4806 2340 3350 2100-2400 250-1000

5000 4966 4906 2390 3420 2100-2400 250-1000

5100 5066 5006 2440 3490 2100-2400 250-1000

5200 5166 5106 2490 3560 2100-2400 250-1000

5300 5266 5206 2540 3630 2100-2400 250-1000

5400 5366 5306 2590 3700 2100-2400 250-1000

5500 5466 5406 2640 3770 2100-2400 250-1000

5600 5566 5506 2690 3840 2100-2400 250-1000
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3-Wing Grand Revolving Door with No Showcase 4-Wing Grand Revolving Door with No Showcase

3-Wing Grand Revolving Door - Triangle Showcase 4-Wing Grand Revolving Door - Square Showcase 

SPECIFICATIONS

Supply 220 V AC / 50-60 Hz

Motor AC Motor -0,25kW- 1300 rpm, 180 Nm.

Operating Temperature -15˚C  / +60 ˚C

Curved Screen 4+4mm clear laminated glass

Door leaves 8mm clear tempered glass

Silver anodised z

Standard RAL z

Door handles Horizontal or vertical 30mm stainless steel handles

Lighting Low consumption lamps

Microwaves radars z

Monitored Security Pack
z (Lateral rubber strip safety on side screen edge, Vertical infrared 
       safety on entry areas, bottom horizontal rubber strip safety on
        doors,Top infrared curtains on doors)

Disabled access z

Emergency stop z

Locking systems Espagnolet manual lock/ Magnet locking system on motor
rotation.

Permanent Turning Mode z

Summer-Winter Mode z

Push & Go Mode z

Slow Mode z

Night Mode z

Extended canopy | 

20mm Floor mat | 

Stainless steel floor ring | 

Watertight roof |

Night Locking system |

Antipanic system |

Coloured anodised |

Stainless steel finish | 

Underground mechanism |

Air Blower |

EC Standard
Electromagnetic compatibility: 2004/108/CE directive, 
electrical safety – Low voltage: 2006/95/CEE directive, 
Machines: 2006/42/CE directive.

Certificates 
BS 7036-1, BS 7036-2, DIN 18650-1, DIN 18650-2, EN 13849-1,
EN 60335-1, EN 60335-2-103, EN 61000-6-3, EN 61000-6-2, 
EN 61326-3-2.

* Please contact us for special projetcs
** Some specifications are not available for static requirements.
*** Please contact us for detailed information

PR / GRAGrand Automatic Revolving door

BOOKFOLD MECHANISM (Optional)
z Standard   | Optional  
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A multifunction entrance 
system, offering multiple 
operating combinations 
requested for main 
entrances... 

The most popular and highly functional entrance system for high 
traffic buildings such as shopping centers, hospitals, airports, 
hotels, etc, in which users carry high volume equipments such 
as luggage, stretcher, shopping cart, etc .The most adapted 
door system for high traffic flows.  

PR/MULTI can be used as a revolving door and a sliding door on 
request. It also has the night shield system on locked position, 
as a result of its structural design, which is an option on other 
doors. 

PR/MULTI allows energy savings thanks to its particular 
conception. When attractive and functional entrances to 
complete the buildings architectural facades are needed, 
PR/MULTI offers perfect solutions. 

PR / MULTIMultifunction Automatic Door

Models

Multifunction Automatic Revolving Door

Break-Out system
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A. Vertical Scanner Sensors
B. Activation Radars
C. Sliding Door Combined Sensors
D. Sequential Stepped Safety Sensors

SAFETY EQUIPMENTS OPERATION MODES

Revolving Door Mode Sliding Door Mode

PR / MULTIMultifunction Automatic Door

D H K W W1 D1 D2
3800 2100-2400 280-1000 1770 1680 3768 3666

4000 2100-2400 280-1000 1870 1780 3968 3866

4200 2100-2400 280-1000 1970 1880 4168 4066

4400 2100-2400 280-1000 2070 1980 4368 4266

D: Outer Canopy Diameter
D1:  Outer Ground Diameter
D2:  Inner Diameter
W:  Passage Width
W1: Sliding Door Passage Width
H:  Passage Height
K: Canopy Height

NB : Dimensions are in millimeters / Dimensions are for reference and are subject to change on static requirements / Special dimensions available on request
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PR / MULTIMultifunction Automatic Door

SPECIFICATIONS

Supply* 220 V AC / 50-60 Hz

Motor 2 x AC Motor - 0,37 kW - 1400 rpm

Operating Temperature -15˚C /+60 ˚C

Curved Screen 4+4mm laminated glass

Central automatic sliding door z

Door leaves 8 mm clear tempered glass

Side Openable Showcases z

Silver anodised z

Standard RAL z

Door handles Horizontal or vertical 30mm stainless steel handles

Lighting Low consumption lamps

Microwaves Radars z

Monitored Security Pack
z (Lateral rubber strip safety on side screen edge, Vertical infrared 
       safety on entry areas, bottom horizontal rubber strip safety on
        doors,Top infrared curtains on doors).

Disabled Access z

Emergency Stop z

Locking Systems Espagnolet manual locks / Magnet locking system on motor rotation*

Permanent Turning Mode z

Summer-Winter Mode z

Push & Go Mode z

Slow Mode z

Night Mode z

Extended Canoy |

20mm Floor mat |

Stainless steel floor ring |

Watertight roof |

Night Locking doors |

Antipanic system |

Coloured anodised |

Stainless steel finish |

Underground mechanism |

Air Blower |

* Please contact us for special request on 
continuous Revolving Standard 
** Some specifications are not Night 
Mode Standard available for static 
requirements
*** Please contact us for detailed 
information

z Standard     | Optional  
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Ref. Model 3-wing 4-wing Night shield Break-out
system

Showcase
(triangle/square)

PR/SM Standard Manual Revolving door • • • - -

PR/SA Standard Automatic Revolving door • • • • -

PR/GLM All-Glass Manual Revolving door • • • - -

PR/GLA All-Glass Automatic Revolving door • • • • -

PR/GRA Grand Automatic Revolving door • • • • •
PR/MULTI Sliding/Revolving wings door - - • • -

• Model • Optional

Your revolving door solution




